PROJECT

CUBBY CABINET

QUESTIONS? Go to www.rockler.com or call 800-279-4441

BUILD
Stock # Item
59237
63453

Rockler Indexing Dado Jig
3/4'' Baltic Birch Plywood, 24''W x 30''L

27946

Card Holders (no pull) 1-1/8" x 2-1/4"

63420

1/4'' Baltic Birch Plywood, 24''W x 30''L

48955

Sawtooth Hangers – Large

33695

Maple by the Piece, 1/2" X 5" X 24"

38143
31687

Maple by the Piece, 1/2" X 5" X 48"
Maple by the Piece, 1/2" X 3" X 48"

35300
33996
59237
90627

64930

Maple by the Piece, 1/4" x 1-1/2" x 48

Tuscan Antique White Milk Paint
Gel Stain, Antique Walnut
Rockler Indexing Dado Jig
23/32" D x 1" H x 1/2" Shank Rockler
Undersized Straight Bit
1/2" D x 1" H x 1/2" Shank Straight Bit

90550
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CUBBY CABINET

Exploded View

MATERIAL LIST
123456789-

Shelves - 3/4" x 5 x 29” (3)
Sides – 3/4" x 5-1/4" x 15-3/4" (2)
Cubby Dividers - 1/2" x 5" x 6-7/8" (8)
Rails - 1/2" x 1-1/2" x 27" (3)
Stiles – 1/2" x 1-1/2" x 15-3/4" (2)
Top – 3/4" x 6" x 30" (1)
Top side edge banding – 1/4" x 3/4" x 6" (2)
Top Front Edge Banding – 1/4" x 3/4" x 30-1/2" (1)
Back – 1/4" x 15" x 29"
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CUBBY CABINET
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PROJECT OVERVIEW
We designed this Cubby Cabinet using materials that are readily available on our web site. All materials
and quantities are listed in the Build box on p.1 of this plan. You could substitute other materials that
are cut to the same dimensions.
All workpieces were cut to size with a table saw. The dadoes and rabbets in the Sides were cut using a
router table set up with a 23/32"-dia. Straight Bit (Item #90627). This bit is part of the Rockler Plywood
Undersized Straight Bit collection. The 23/32"-dia. matches the actual thickness of the 3/4" plywood.
The dadoes that capture the dividers in the shelves were cut using a portable router mounted to the
Rockler Indexing Dado Jig and set up with a 1/2"-dia. straight bit (Item #90550). This jig makes it easy
to cut dadoes that are equally spaced.
We finished this version of the Cubby Cabinet by first applying a coat of Antique Walnut stain. When the
stain was dry we applied a coat of Antique White Milk Paint. After the paint dried we sanded the edges
and faces of the cabinet in areas that would likely have been worn over time. This technique exposes
some of the dark stain under the paint, creating an antique finish.
Finally we attached the brass card holders under each cubby opening.

CUTTING THE DADOES IN THE SHELVES

The Rockler Indexing Dado Jig is the tool to reach for when you need multiple dados or grooves with
equal spacing. The jig features a fence that guides the first cut, then rides in that cut to index the next
cut. By repeating this process, you can rout as many equally spaced dados or grooves as you need.
To be sure the dadoes in each shelf would line up on this Cubby Cabinet, cut all four dadoes across
a 3/4" x 15-1/2" x 29" piece of plywood. First, set the jig to cut a dado 6" from the fence and make the
first dado cut. Then reset the jig to cut a dado 5" from the fence and cut the remaining three dadoes.
After the four dadoes are cut rip it into three 5" x 29" pieces. Then cut another set of four dadoes on the
opposite face of one of the pieces to make the middle shelf.
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